




POWERBOX 7

Power distribution box, 250/400A power lock single-pole sockets
Structure:
• 26U 19’’ Rack, 11mm plywood, 2 openings, skate with wheels
• Inner metal foil protective covering
• Module for forced ventilation, with 3 fans (80 mm, 220V)
• Dimensions (WxHxD): 56x135x72 cm
Input:
• 400A panel-mount power lock socket, drain IN (L1, L2, L3, N, E), 5pcs 
Output:
• 63A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz IP67, 3pcs (code 913415)
• 32A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz IP67, 6pcs (code 912415)
• 32A-3p (1P+N+E) panel mount CEE socket with slim "ange, 

230V 50/60Hz IP44, 6pcs (code 912423)
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz IP44, 12pcs (code 911413)
• Panel mount multi-pin sockets 19P IP67 Socapex compatible, 2pcs (code 9262191FP)
• 10/16A socket 2P+G 230V, 2pcs (code 911463)
Protection:
• 4P Magneto-thermic Switch , 400-415V, 250A/40kA, 1pc (code 925261)
• Residual circuit breaker over-current protection, 4P, 7 mod, 63A, 6kA, 30mA, 3pcs 
• Residual circuit breaker over-current protection, 4P, 7 modules, 32A, 6kA, 30mA, 6pcs 
• Residual circuit breaker over-current protection, 1P+N, 2 modules, 32A, 6kA, 30mA, 6pcs 
• Residual circuit breaker over-current protection, 1P+N, 2 modules, 16A, 6kA, 30mA, 26pcs
Tools:
• Safety device with luminous emergency push button and low-

tension powerCON input for emergency remote control
• 4P Fuser block, 4 modules, 1pc
• Triple LED indicator, 1pc
• Digital multimeter, 1pc

The Powerbox range has been designed for high versatility in electric 
distribution for a wide range of applications.
All the Powerbox are manufactured with high-quality components, in robust 
cases allowing an e#cient transportation and professional implementation.

The modular structure of the Powerbox allows for custom con$gurations 
depending on speci$c requirements.
Each box is designed and assembled according to CEI regulations and 
therefore supplied with a certi$cate and technical booklet.

Rack 16U\19’’250 APBS25010



POWERBOX8

Power distribution box, 125A 5p 
input plug
Structure:
• 16U 19’’ rack, 9mm plywood, 2 

openings, skate with wheels
• Inner metal foil protective covering
• Dimensions (WxHxD): 56x91x72 cm
Input:
• 125A-5p (3P+N+E) panel 

mount CEE plug, 400V 50/60Hz 
IP67, 1pc (code 914315)

Output:
• 63A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 1pc (code 913415)

• 32A-5p (3P+N+E) panel mount 
CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 912415)

• 32A-3p (1P+N+E) panel mount 
CEE socket with slim "ange, 230V 
50/60Hz IP44, 3pcs (code 912423)

• 16A-3p (1P+N+E) panel mount 
CEE socket, 230V 50/60Hz 
IP44, 12pcs (code 911413)

• 16A-3p (1P+N+E) panel mount 
Italian/German socket, 230V 
50/60Hz with DIN support, 
1pc (code 911463)

Protection:
• 4P magneto-thermic switch , 

400-415V, 125A/18kA, 1pc
• Residual current circuit breaker 

w overcurrent protection, 4P, 
7 mod, 63A, 6kA, 30mA, 1pc

• Residual current circuit breaker 
w overcurrent protection, 4P, 7 
modules,32A, 6kA, 30mA, 3pcs

Power distribution box, 63A 5p 
input plug
Structure:
• 12U 19’’ rack, 9mm plywood, 2 

openings, skate with wheels
• Inner metal foil protective covering
• Dimensions (WxHxD): 56x74x72 cm
Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc  (code 913315)

Output: 
• 32A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 912415)

•  32A-3p (1P+N+E) panel mount 
CEE socket with slim "ange, 230V 
50/60Hz IP44, 3pcs (code 912423)

• 16A-3p (1P+N+E) panel mount 

CEE socket, 230V 50/60Hz 
IP44, 12pcs (code 911413)

• 16A-3p (1P+N+E) panel mount 
Italian/German socket, 230V 
50/60Hz with DIN support, 
1pc (code 911463)

Protection:
•  4P magneto-thermic switch , 

4 modules, 63A/10kA, 1pc
• Residual current circuit breaker 

w overcurrent protection, 4P, 7 
modules, 32A, 6kA, 30mA, 2pcs

• Residual current circuit 
breaker, 1P+N, 2 modules, 
32A, 6kA, 30mA, 3pcs

• Magneto-thermic switch, 1P+N, 
1 module, 16A/4.5kA, 12pcs

• Residual current circuit 
breaker, 1P+N, 2 modules, 

• Residual current circuit 
breaker, 1P+N, 2 modules, 
32A, 6kA, 30mA, 3pcs

• Magneto-thermic switch 1P+N, 
2 modules, 16A/4.5kA, 12pcs

• Residual current circuit 
breaker, 1P+N, 2 modules, 
16A, 4.5kA, 30mA, 1pc

• Residual current circuit breaker 
w/o overcurrent protection, 
4P, 4 mod, 63A, 30mA, 2pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1pc
• Digital multimeter, 1pc

16A, 4.5kA, 30mA, 1pc
• Residual current circuit breaker 

w/o overcurrent protection, 
4P, 4 mod, 63A, 30mA, 2pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1pc
• Digital voltmeter, tension range 

35-480V, 4 modules, 1pc
• Voltmeter commutator for DIN 

bar, 7 position, 3 modules, 1pc
• Digital ammeter,  range 

0-150A, 4 modules, 1pc
• Ammeter revolving commutator for 

DIN bar, 4 positions, 3 modules, 1pc

63 A Rack 12U\19’’

Rack 16U\19’’125 APBS12510

PBS6310



POWERBOX 9

Power distribution box, 63A 5p 
input plug
Structure:
• 6U 19’’ rack, 9mm 

plywood, 2 openings
• Inner metal foil protective covering
• Dimensions (WxHxD): 55x33x72 cm
Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

Output:
• 32A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 912415)

• Panel mount mult-ipin sockets 
19P IP67 Socapex compatible, 
2pcs (code 9262191FP)

Protection:
• 4P magneto-thermic switch , 

4 modules, 63A/10kA, 1pc
• Residual current circuit breaker 

w overcurrent protection, 4P, 7 
modules, 32A, 6kA, 30mA, 2pcs

• Magneto-thermic Switch 1P+N, 
1 module, 16A/4.5kA, 12pcs

• Residual current circuit breaker 
w/o overcurrent protection, 
4P, 4 mod, 63A, 30mA, 2pcs

Power distribution box, 63A 5p 
input plug
Structure:
• 12U 19’’ rack, 9mm plywood, 2 

openings, skate with wheels
• Inner metal foil protective covering
• Dimensions (WxHxD): 56x74x72 cm
Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

• Output: 
• 32A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 912415)

• Panel mount multi-pin sockets 
19P IP67 Socapex compatible, 
2pcs (code 9262191FP)

• 16A-3p (1P+N+E) panel  mount 
CEE socket, 230V 50/60Hz 
IP44, 12pcs (code 911413)

• 16A-3p (1P+N+E) panel mount 
Italian/German socket, 230V 
50/60Hz with DIN support, 
1pc (code 911463)

Protection:
• 4P magneto-thermic switch , 

4 modules, 63A/10kA, 1pc
• Residual current circuit breaker 

w overcurrent protection, 4P, 7 
modules, 32A, 6kA, 30mA, 2pcs

• Magneto-thermic switch (1P+N), 
1 module, 16A/4.5kA, 24pcs

• Residual current circuit 
breaker, 1P+N, 2 modules, 
16A, 4.5kA, 30mA, 1pc

• Residual current circuit breaker 
w/o overcurrent protection, 
4P, 4 mod, 63A, 30mA, 4pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1pc
• Digital voltmeter, tension range 

35-480V, 4 modules, 1pc
• Voltmeter commutator for DIN 

bar, 7 position, 3 modules, 1pc
• Digital ammeter,  range 

0-150A, 4 modules, 1pc
• Ammeter revolving commutator for 

DIN bar, 4 positions, 3 modules, 1pc

Tools:
•  4P fuser block, 4 modules, 

1pc (code 927114)
• Triple LED indicator, 1pc

63A Rack 12U\19’’

63 A Rack 6U\19’’PBS6332

PBS6321



POWERBOX10

Portable power distribution 
box, 63A 5p input plug
Structure:
IP54 shock resistant, robust and 
mobile insulated thermoplastic 
box with stackable shape
IP55 hinged windows to protect 
switches and instruments
Box dimensions (WxHxD): 
56x34x35 cm
Input:
63A-5p (3P+N+E) panel mount 
CEE plug, 400V 50/60Hz 

IP67, 1pc (code 913315)
Output:
16A-3p (1P+N+E) panel mount 
CEE socket, 230V 50/60Hz 
IP44, 9pcs (code 911413)
32A-5p (3P+N+E) panel mount 
CEE socket with slim "ange, 400V 
50/60Hz IP44, 2pcs (code 912425)
Protection:
Residual current circuit breaker 
w  overcurrent protection, 
4P, 7 mod,63A,10kA,30mA, 
1pc (code 923443)

Portable power distribution 
box, 63A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic 
box with stackable shape

• IP55 hinged windows to protect 
switches and instruments

• Box dimensions (WxHxD): 
56x34x35 cm

Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

Output:
• 16A-3p (1P+N+E) panel mount 

CEE socket, 230V 50/60Hz 
IP44, 12pcs (code 911413)

Protection:
• 4P magneto-thermic Switch, 

Portable power distribution 
box, 125A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic 
box with stackable shape

• IP55 hinged windows to protect 
switches and instruments

• Box dimensions (WxHxD): 
40x34x35 cm

Input:
• 125A-5p (3P+N+E) panel 

mount CEE plug, 400V 50/60Hz 
IP67, 1pc (code 914315)

Output:
• 63A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 913415)

Protection:
• 4P magneto-thermic 

switch, 125A/18kA, 1pc

4 modules, 63A/10kA, 1pc
• Residual current circuit breaker 

w/o overcurrent port, 4P, 4 
mod, 63A, 30mA, 2pcs

• Magneto-thermic switch 1P+N, 
1 module, 16A/4.5kA, 12pcs

Tools:
• Triple LED indicator, 1 

module, colour red, 1pc
• 4P fuser block, 4 modules, 1pc

• Residual current circuit breaker 
w overcurrent port, 4P, 7 mod, 
63A, 6kA, 300mA, 2pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1pc

4P magneto-thermic switch 
, 4 modules, 32A/6kA, 
2pcs (code 922122)
Magneto-thermic switch 
(1P+N), 1 module, 16A/4,5kA, 
9pcs (code 921111)
Tools:
Digital voltmeter, tension range 35-
480V, 4 modules, 1pc (code 927511)
Voltmeter commutator for 
DIN bar, 7 position, 3 modules, 
1pc (code 927411)
4P fuser block, 4 modules, 
1pc (code 927114)

56x34x35 cm125 A

56x34x35 cm63 A

56x34x35 cm63 A

PBC6343

PBC6354

PBC12521



POWERBOX 11

Power distribution box, 63A 5p 
input plug
 Structure:
• IP 54 shock resistant, robust and 

mobile insulated thermoplastic 
box with stackable shape

• IP 55 hinged windows to protect 
switches and instruments

• Box dimensions (WxHxD): 
60x40x54 cm

Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

Power distribution box, 63A 5p 
input plug
 Structure:
• IP 54 shock resistant, robust and 

mobile insulated thermoplastic 
box with stackable shape

• IP 55 hinged windows to protect 
switches and instruments

• Box dimensions (WxHxD): 
60x40x54 cm

Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 

Output:
• 32A-5p (3P+N+E) panel mount 

CEE socket with slim "ange, 400V 
50/60Hz IP44, 1pc (code 912425)

• 16A-3p (1P+N+E) panel mount 
CEE socket, 230V 50/60Hz 
IP44, 6pcs (code 911413)

• Panel mount multipin sockets 19P 
IP67 Socapex, 4pcs (code 916141)

Protection:
• 4P magneto-thermic 

switch, 4 modules, 63A/6kA, 
1pc (code 923121)

• Residual current circuit breaker 

IP67, 1pc (code 913315)
Output:
• 32A-5p (3P+N+E) panel mount 

CEE socket with slim "ange, 400V 
50/60Hz IP44, 3pcs (code 912425)

• 16A-3p (1P+N+E) panel mount 
CEE socket, 230V 50/60Hz 
IP44, 12pcs (code 911413)

Protection:
• 4P magneto-thermic 

switch, 4 modules, 63A/6kA, 
1pc (code 923121)

• Residual current circuit breaker 

overcurrent protection, 4P, 4 mod, 
40A, 30mA, 5pcs cod.(923322)

• Residual current circuit breaker 
w  overcurrent protection, 4P, 
4 mod,32A,6kA,30mA, 1pc

• Magneto-thermic switch 
1P+N, 1 module, 16A/4.5kA, 
30pcs (code 921111)

Tools:
• 4P fuser block, 4 modules, 

1pc (code 927114)
• Digital multimeter, 3 voltmeters (35-

480), 3 ammeters (5-8000A), timer, 
4 modules, 1pcs (code 927531)

overcurrent protection, 4P, 4 
mod, 40A, 30mA, 2pcs(923322)

• Residual current circuit breaker 
w  overcurrent protection, 4P, 
4 mod,32A,6kA,30mA, 3pcs

• Magneto-thermic switch 
1P+N, 1 module, 16A/4.5kA, 
12pcs (code 921111)

Tools:
• 4P fuser block, 4 modules, 

1pc (code 927114)
• Digital multimeter, 3 voltmeters 

(35-480), 3 ammeters (5-8000A), 
timer, 4 modules, 1pc (code 927531)

Portable Power distribution 
box, 32A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic 
box with stackable shape

• IP55 hinged windows to protect 
switches and instruments

• Box dimensions (WxHxD): 
40x34x35 cm

Input:
• 32A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 

IP44, 1pc (code 912315)
Output:
• 16A-3p (1P+N+E) panel mount 

CEE socket, 230V 50/60Hz 
IP44, 6pcs (code 911413)

• 32A-5p (3P+N+E) panel mount 
CEE socket with slim "ange, 400V 
50/60Hz IP44, 1pc (code 912425)

Protection:
• Residual current circuit breaker 

w overcurrent protection, 
4P, 7 modules, 32A, 10kA, 
30mA, 1pc (code 922432)

• 4P magneto-thermic switch 
, 4 modules, 32A/6kA, 
1pc (code 922122)

• 2P magneto-thermic switch 
1P+N, 1 module, 16A/4.5kA, 
6pcs (code 921111)

Tools:
• Digital voltmeter, tension range 35-

480V, 4 modules, 1pc (code 927511)
• Voltmeter commutator for 

DIN bar, 7 position, 3 modules,  
1pc (code 927411)

• 4P fuser block, 4 modules, 
1pc (code 927114)

40x34x35 cm32 A

60x40x54 cm63 A

60x40x54 cm63 A

PBC63614

PBC63123

PBC3210



POWERBOX12

Portable Power distribution 
box, 32A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

32x32x32 cm
Input:
• 32A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP44, 1pc (code 912315)

Output:
• 16A-3p (1P+N+E) panel mount 

CEE socket, 230V 50/60Hz 
IP44, 3pcs (code 911413)

• 32A-5p (3P+N+E) panel mount 
CEE socket with slim "ange, 400V 
50/60Hz IP44, 1pc (code 912425)

Protection:
• Residual current circuit breaker 

w overcurrent protection, 4P, 7 

modules, 32A, 10kA, 30mA, 1pc
• 4P magneto-thermic switch , 

4 modules, 32A/6kA, 1pc
• Magneto-thermic switch (1P+N), 

2 modules, 16A/4,5kA, 3pcs
Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1 

module, colour red, 1pc

Portable Power distribution 
box, 63A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

32x32x32 cm
Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

Output:
• 32A-5p (3P+N+E) panel mount 

CEE socket, 400V 50/60Hz 
IP67, 2pcs (code 912415)

Protection: 
• Residual current circuit breaker 

w  overcurrent protection, 4P, 7 
mod, 63A, 10kA, 30mA, 1pc

• Magneto-thermic switch (1P+N), 
2 modules, 32A/6kA, 2pcs

Portable Power distribution 
box, 63A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

32x32x32 cm
Input:
• 63A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP67, 1pc (code 913315)

Output:
• 32A-3p (1P+N+E) panel mount 

CEE socket withslim "ange, 230V 
50/60Hz IP44, 6pcs (code 912423)

Protection:
• Residual current circuit breaker 

w/ overcurrent protection, 4P, 
7 mod, 63A, 10kA, 30mA, 1pc

• Magneto-thermic switch (1P+N), 
2 modules, 32A/6kA, 6pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1 

module, colour red, 1pc

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1 

module, colour red, 1pc

32x32x32 cm32 A

32x32x32 cm63 A

32x32x32 cm63 A

PBL3221

PBL6365

PBL6376



POWERBOX 13

Portable Power distribution 
box, 32A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

32x32x32 cm
Input:
• 32A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz 
IP44, 1pc (code 912315)

Output:
• 16A-3p (1P+N+E) panel mount 

CEE socket, 230V 50/60Hz 
IP44, 6pcs (code 911413)

Protection:
• Residual current circuit breaker 

w  overcurrent protection, 4P, 7 
modules,32A,6kA,30mA, 1pc

• Magneto-thermic switch (1P+N), 
2 modules, 16A/4.5kA, 6pcs

Portable Power distribution 
box, 32A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

23x29x29 cm

Input:
• 32A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz IP44, 1pc
Output:
• 32A-3p (1P+N+E) panel mount 

CEE socket with slim "ange, 
230V 50/60Hz IP44, 3pcs

Tools:
• 4P fuser block, 4 modules, 1pc
• Triple LED indicator, 1 

module, colour red, 1pc

Protection:
• Residual current circuit 

breaker, 1P+N, 2 modules, 
16A, 6KA, 30mA, 3pcs

• 4P magneto-thermic switch , 
4 modules, 32A/10kA, 1pc

Portable Power distribution 
box, 32A 5p input plug
Structure:
• IP54 shock resistant, robust and 

mobile insulated thermoplastic box
• Box dimensions (WxHxD): 

19.7x20x19.7 cm

Input:
• 32A-5p (3P+N+E) panel mount 

CEE plug, 400V 50/60Hz IP44, 1pc
• Cable HO7RN-F 5x6mm 

- lenght 200 cm
Output:
• 16A-3p (1P+N+E) panel mount CEE 

socket, 230V 50/60Hz IP44, 6pcs

Protection:
• Magneto-thermic switch 1P, 1 

modules, 16A/10kA, 6pcs

32x32x32 cm

23x29x29 cm

PBE3254

32 A

32 A

PBL3232

PBL3243



POWERBOX14

Electric distribution box, 16A 10p input plug, output 
sockets 4x16A 3p

Electric distribution box, 16A 3p IN/OUT, output sockets 
5x16A 3p Shuko

Electric distribution box, 16A 3p in, output powerCON x5

Electric distribution box, powerCON IN/OUT, output 
sockets 5x16A 3p Shuko

Electric distribution box, powerCON TRUE input, output 
powerCON TRUE x5

Electric distribution box, powerCON input, output 
powerCON x5

Electric distribution box, 16A 3p in, output powerCON 
TRUE x5

Electric distribution box, 16A 19p input plug, output 
sockets 6x16A 3p

Electric distribution box, 16A 3p input plug, output 
sockets 8x16A 3p Shuko

PBB1632

PBI1643CE

PBP1663CE

PBI1643PC

PBP1683PCT

PBP1663PC

PBP1683CE

PBB1610PBB1687



POWERBOX 15

Electric distribution box, 16A 3p input plug, output sockets 
6x16A 3p Shuko

Electric distribution box, 32A 3p input plug, output sockets 
4x16A 3p

Electric distribution box, 16A 3p input plug, output 
sockets 3x16A 3p

Electric distribution box, 16A 5p input plug, output sockets 
3x16A 3p

Electric distribution box, 32A 5p input plug, output 
sockets 3x32A 5p

Electric distribution box, 16A 16p input plug, output 
sockets 6x16A 3p

Electr. distrib. box, 16A 3p input plug, output 
sockets 1x16A 3p, 2xpowerCON OUT

PBB1643 PBB3210

PBQ3265

PBQ1665

PBB1621

PBQ1654 PBQ1676



Assembled and wired 3U rack module
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 3pcs (code 911413)
• Residual current circuit breaker, 2P, 2 modules, 16A, 4,5KA, 

30mA, 3pcs 
• 3U/19’’ rack panel, conceived for 3 CEE connections, 6 mo-

dules DIN slot, DIN bar included (code 973306)

Assembled and wired 3U rack module
• 32A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 3pcs (code 912423)
• Residual current circuit breaker, 2P, 2 modules, 16A, 6KA, 

30mA, 3pcs 
• 3U/19’’ rack panel, conceived for 3 CEE connections, 6 mo-

dules DIN slot, DIN bar included (code 973306)

Assembled and wired 3U rack module
• 32A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 3pcs (code 912423)
• 2P magneto-thermic switch (1P+N), 2 modules, 32A/6kA, 

3pcs
• 3U/19’’ rack panel, conceived for 3 CEE connections, 6 mo-

dules DIN slot, DIN bar included (code 973306)

Assembled 2U rack module 
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 4pcs (code 911413)
• 2U/19’’ panel for 4 16/32A CEE connections, (code 972400)

Assembled and wired 3U rack module
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 3pcs (code 911413)
• (1P+N) magneto-thermic switch , 2 modules, 16A/4,5kA, 

3pcs
• 3U/19’’ rack panel, conceived for 3 CEE connections, 6 mo-

dules DIN slot, DIN bar included (code 973306)

Assembled and wired 3U rack module
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 4pcs (code 911413)
• 2P magneto-thermic switch (1P+N), 1 module, 16A/4,5kA, 

4pcs
• Perforated panel for 4 x 16/32A CEE sockets, with DIN bar 

(4 modules), 3U/19’’, (code 973404)

Assembled 2U rack module
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 6pcs (code 911413)
• 2U/19’’ panel for 6 x 16/32A CEE connections, (code 972600)

Assembled 4U rack module
• 16A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 12pcs (code 911413)
• 4U/19’’ panel for 12 16/32A CEE connections (code 974120)

Assembled 2U rack module 
• 32A-3p (1P+N+E) panel mount CEE socket, 230V 50/60Hz 

IP44, 4pcs (code 912423)
• 2U/19’’ panel for 4 16/32A CEE connections, (code 972400)

19” ASSEMBLED MODULES16

961314

962314962310

961210

961310 961318

961214 961410

962210



Assembled and wired 3U rack module
• 16A-5p (3P+N+E) panel mount sloped CEE plug, 400V 

50/60Hz IP44, 1pc (code 912325)
• Residual current circuit breaker w overcurrent protection, 

4P, 7 modules, 32A, 6kA, 30mA, 1pc 
• 3U/19’’ rack panel, conceived for 1 32/63A CEE connection, 

6 modules DIN slot, DIN bar included (code 973106)

Assembled and wired 4U rack module
• 63A-5p (3P+N+E) panel mount CEE plug, 400V 50/60Hz 

IP67, 1pc (code 913315)
• 4P magneto-thermic switch, 4 modules, 63A/10kA, 1pc
• 4U/19’’ rack panel, conceived for 1 32/63A CEE connection, 

8 modules DIN slot, DIN bar included (code 974108)

Assembled 4U rack module
• 63A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 3pcs (code 913415)
• 4U/19’’ rack panel, conceived for 3 32/63A CEE connections 

(code 974300)

Assembled and wired 3U rack module
• 32A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 1pc (code 912415)
• Residual current circuit breaker w overcurrent protection, 

4P, 7 modules, 32A, 6kA, 30mA, 1pc
• 3U/19’’ rack panel, conceived for 1 32/63A CEE connection, 

6 modules DIN slot, DIN bar included (code 973106)

Assembled 4U rack module
• 32A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 3pcs (code 912415)
• 4U/19’’ rack panel, conceived for 3 32/63A CEE connections 

(code 974300)

Assembled and wired 6U rack module
• 32A-5p (3P+N+E) panel-mount CEE socket, 400V 50/60Hz 

IP67, 3pcs (code 912415)
• Residual current circuit breaker w  overcurrent protection, 

4P, 7 modules, 32A, 6kA, 30mA, 3pcs
• 6U/19’’ rack panel, conceived for 3 32/63A CEE connections, 

21 modules DIN slot, DIN bar included (code 976321)

Assembled and wired 4U rack module
• 63A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 1pc (code 913415)
• Residual current circuit breaker w overcurrent protection, 

4P, 7 mod, 63A, 6kA, 30mA, 1pc
• 4U/19’’ rack panel, conceived for 1 32/63A CEE connection, 

8 modules DIN slot, DIN bar included (code 974108)

Assembled and wired 4U rack module
• 63A-5p (3P+N+E) panel mount CEE plug, 400V 50/60Hz 

IP67, 1pc (code 913315)
• Residual current circuit breaker w overcurrent protection, 

4P, 7 mod, 63A, 10kA, 30mA, 1pc (code 922431GW)
• 4U/19’’ rack panel, conceived for 1 32/63A CEE connection, 8 

modules DIN slot, DIN bar included (code 974108)

Assembled and wired 6U rack module
• 63A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 3pcs (code 913415)
• Residual current circuit breaker w overcurrent protection, 

4P, 7 mod, 63A, 6kA, 30mA, 3pcs
• 6U/19’’ rack panel, conceived for 3 32/63A CEE connections, 

21 modules DIN slot, DIN bar included (code 976321)

19” ASSEMBLED MODULES 17

962318

963418 963422

962322 962422

962610 963410 963810

963414



Assembled and wired 5U rack module
• 125A-5p (3P+N+E) panel mount CEE plug, 400V 50/60Hz 

IP67, 1pc (code 914315)
• Residual  current circuit  breaker w   overcurrent 

protection,4P,125A,18kA, adj. sensitive, 
• 5U/19’’ rack panel, conceived for 1 125A CEE connection, 11 

modules DIN slot, DIN bar included (code 975111)

Assembled 2U rack module
• 16A-3p (1P+N+E) panel mount Italian/German socket, 230V 

50/60Hz with DIN adaptor, 5 pcs (code 911463)
• 16A-3p (1P+N+E) panel mount Italian socket, 230V 50/60Hz 

with DIN adaptor, 6 pcs (code 911473)
• Panel with DIN bar (23 modules), 2U/19’’, 1 pc (code 972023)

Assembled 2U rack module
• 16A-3p (1P+N+E) panel mount Italian/German socket, 230V 

50/60Hz with DIN adaptor, 8 pcs (code 911463)
• Panel with DIN bar (23 modules), 2U/19’’, 1 pc (code 972023)

Assembled and wired 5U rack module
• 125A-5p (3P+N+E) panel mount CEE socket, 400V 50/60Hz 

IP67, 1pc (code 914315)
• Residual current circuit  breaker w   overcurrent 

protection,4P,125A,18kA, adj.sensitive,  
• 5U/19’’ rack panel, conceived for 1 125A CEE connection, 

11 modules DIN slot, DIN bar included (code 975111)

Assembled and wired 5U rack module
• 125A-5p (3P+N+E) panel mount CEE plug, 400V 50/60Hz 

IP67, 1pc (code 914315)
• 4P magneto-thermic switch , 400-415V, 125A/18kA, 1pc
• 5U/19’’ rack panel, conceived for 1 125A CEE connection, 11 

modules DIN slot, DIN bar included (code 975111)

19” ASSEMBLED MODULES18

964510

961222961218

964518964514



Prefab power cables
Assembled power cable for electrical distribution.
• TITANEX power cable with 12 x 2.5mm conductors (code TH071225)
• 16A-3p (1P+N+E) cable mount CEE plug, 230V 50/60Hz IP44, 4pcs 

(code 911113)
• 16A-3p (1P+N+E) cable mount CEE socket, 230V 50/60Hz IP44, 4pcs 

(code 911213)

Assembled power cable for electrical distribution.
• TITANEX power cable with 19 x 2.5mm conductors (code TH071825)
• 16A-3p (1P+N+E) cable mount CEE plug, 230V 50/60Hz IP44, 6pcs 

(code 911113)
• 16A-3p (1P+N+E) cable mount CEE socket, 230V 50/60Hz IP44, 6pcs 

(code 911213)

TITANEX Super"ex cable, IEC/EN 60332-1-2, 12x2.5mm²

TITANEX Super"ex cable, IEC/EN 60332-1-2, 18x2.5mm²

PREFAB POWER CABLES 19

954212

954619

Code Length (m)
954212L01 1
954212L40 40
954212L30 30
954212L25 25
954212L20 20
954212L15 15
954212L10 10
954212L05 5
954212L03 3
954212L50 50

Code Length (m)
954619L01 1
954619L40 40
954619L30 30
954619L25 25
954619L20 20
954619L15 15
954619L10 10
954619L05 5
954619L03 3
954619L50 50

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113 911213
16A Cable mount 
CEE socket, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

TH071225

TH071825

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113 911213
16A Cable mount 
CEE socket, 
50/60Hz IP44, 3p 
(1P+N+E) 230V



TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x6mm²

Assembled power cable for electrical distribution.
• Power cable with 3 x 6mm conductors, Neoprene/H07RN-F insulation, (code TH070560)
• 32A-3p (1P+N+E) cable mount CEE plug, 230V 50/60Hz IP44, (code 912113)
• 32A-3p (1P+N+E) cable mount CEE socket, 230V 50/60Hz IP44, (code 912213)

Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/H07RN-F insulation, (code TH070325)
• 16A-3p (1P+N+E) cable mount CEE plug, 110V 50/60Hz IP44, (code 911123)
• 16A-3p (1P+N+E) cable mount CEE socket, 110V 50/60Hz IP44, (code 911223)

Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/H07RN-F insulation, (code TH070315)
• 16A-3p (1P+N+E) cable mount CEE plug, 230V 50/60Hz IP44, (code 911113)
• 16A-3p (1P+N+E) cable mount CEE socket, 230V 50/60Hz IP44, (code 911213)

PREFAB POWER CABLES20

951003

951403

951803

16A Cable mount 
CEE plug, 110V, 
50/60Hz IP44, 
3p (1P+N+E)

911123
16A Cable mount 
CEE socket, 110V, 
50/60Hz IP44, 
3p (1P+N+E)

911223

Code Length (m)
951003L01  € 21.5

1
951003L03  € 28

3
951003L05  € 34.5

5
951003L10  € 51.5

10
951003L15  € 68.5

15
951003L20  € 85.5

20
951003L25  € 103

25
951003L30  € 120

30
951003L40  € 153

40
951003L50  € 187

50

Code Length (m)
951403L01  € 33

1
951403L03  € 46.5

3
951403L05  € 59

5
951403L10  € 91

10
951403L15  € 123

15
951403L20  € 155

20
951403L25  € 188

25
951403L30  € 219

30
951403L40  € 284

40
951403L50  € 348

50

Code Length (m)
951803L01  € 22

1
951803L03  € 28.5

3
951803L05  € 35

5
951803L10  € 52

10
951803L15  € 69

15
951803L20  € 86

20
951803L25  € 103

25
951803L30  € 120

30
951803L40  € 154

40
951803L50  € 188

50

TH070325

TH070360

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113 911213
16A Cable mount 
CEE socket, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

16A Cable mount 
CEE socket, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113 911213



Assembled power cable for electrical distribution.
• Power cable with 5 x 6mm conductors, Neoprene/H07RN-F insulation, (code TH070560)
• 32A-5p (3P+N+E) cable mount CEE plug, 400V 50/60Hz IP44, (code 912115)
• 32A-5p (3P+N+E) cable mount CEE socket, 400V 50/60Hz IP44, (code 912215)

Assembled power cable for electrical distribution.
• Power cable with 5 x 16mm conductors, Neoprene/H07RN-F insulation, (code 93N05160)
• 63A-5p (3P+N+E) cable mount CEE plug, 400V 50/60Hz IP67, (code 913115)
• 63A-5p (3P+N+E) cable mount CEE socket, 400V 50/60Hz IP67, (code 913215)

Assembled power cable for electrical distribution.
• Power cable with 5 x 25mm conductors, Neoprene/H07RN-F insulation, (code 93N05250)
• 125A-5p (3P+N+E) cable mount CEE plug, 400V 50/60Hz IP67, (code 914115)
• 125A-5p (3P+N+E) cable mount CEE socket, 400V 50/60Hz IP44, (code 914215)

TITANEX Super"ex cable, IEC/EN 60332-1-2, 5x6mm²

TITANEX Super"ex cable, IEC/EN 60332-1-2, 5x16mm²

TITANEX Super"ex cable, IEC/EN 60332-1-2, 5x25mm²
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952205

952305

952405

32A Cable 
mount CEE plug, 
50/60Hz IP44, 5p 
(3P+N+E) 400V

912115

63A Cable 
mount CEE plug, 
50/60Hz IP67, 5p 
(3P+N+E) 400V

913115

125A Cable 
mount CEE plug, 
50/60Hz IP67, 5p 
(3P+N+E) 400V

914115

32A Cable mount 
CEE socket, 
50/60Hz IP44, 5p 
(3P+N+E) 400V

912215

63A Cable mount 
CEE socket, 
50/60Hz IP67, 5p 
(3P+N+E) 400V

913215

Code Length (m)
952205L01  € 41.5

1
952205L03  € 61.5

3
952205L05  € 82

5
952205L10  € 132

10
952205L15  € 182

15
952205L20  € 233

20
952205L25  € 282

25
952205L30  € 333

30
952205L40  € 433

40
952205L50  € 535

50

Code Length (m)
952305L01  € 112

1
952305L03  € 163

3
952305L05  € 214

5
952305L10  € 341

10
952305L15  € 468

15
952305L20  € 595

20
952305L25  € 725

25
952305L30  € 850

30
952305L40  € 1110

40
952305L50  € 1360

50

Code Length (m)
952405L01  € 260

1
952405L03  € 335

3
952405L05  € 411

5
952405L10  € 600

10
952405L15  € 790

15
952405L20  € 980

20
952405L25  € 1170

25
952405L30  € 1360

30
952405L40  € 1730

40
952405L50  € 2110

50

TH070560

TH0705160

TH0705250

125A Cable 
mount CEE socket, 
50/60Hz IP67, 5p 
(3P+N+E) 400V

914215



Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/

H07RN-F insulation
• 16A-3p (1P+N+G) cable mount SHUKO plug, (code 

911133)
• 20A-3p (1P+N+G) cable mount MENAC3FCA socket

Code Length (m)
9513FXWL01 1
9513FXWL03  € 61.5

3
9513FXWL05  € 82

5

Neutrik Powercon TRUE cable mount 
straight socket, IN 16A (1P+N+E)

MENAC3FXW

Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/

H07RN-F insulation
• 16A-3p (1P+N+G) cable mount CEE plug, 230V 50/60Hz 

IP44, (code 911113)
• 20A-3p (1P+N+G) cable mount MENAC3FCA socket

Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/

H07RN-F insulation
• 16A-3p (1P+N+G) cable mount SHUKO plug, (code 

911133)
• 20A-3p (1P+N+G) cable mount MENAC3FCA socket

16A Cable mount Shuko 
plug, 50/60Hz
Ingress Protection: IP20Quick 
and easy wiring

911133

Code Length (m)
9513FCAL01 1
9513FCAL03  € 61.5

3
9513FCAL05  € 82

5
9513FCAL10 10

Code Length (m)
9533FCAL01 1
9533FCAL03 3
9533FCAL05  € 82

5

Cable mount Neutrik Powercon 
power socket: 20A “POWER IN” 
(1P+N+G) with safety system.

Cable mount Neutrik Powercon 
power socket: 20A “POWER IN” 
(1P+N+G) with safety system.

MENAC3FCA

MENAC3FCA

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113
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9513FCA

9533FCA

9513FXW

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

16A Cable 
mount CEE plug, 
50/60Hz IP44, 3p 
(1P+N+E) 230V

911113



958015

958215 958225

958025
Assembled Power cable for electrical distribution.
• Power cable with 3 x 1.5mm conductors, Neoprene/

H07RN-F insulation (code TH070315)
• 16A-3p (1P+N+G) cable mount MENAC3FCA plug
• 16A-3p (1P+N+G) cable mount MENAC3FCB socket

Assembled power cable for electrical distribution.
• Power cable with 3 x 1.5mm conductors, Neoprene/

H07RN-F insulation
• 16A-3p (1P+N+G) cable mount MENAC3MXW plug
• 16A-3p (1P+N+G) cable mount MENAC3FXW socket

Code Length (m)
9533FXWL01 1
9533FXWL03  € 61.5

3
9533FXWL05  € 82

5

Code Length (m)
958025L01 1
958025L02  € 61.5

2
958025L03  € 82

3
958025L05  € 132

5
958025L10  € 182

10
958025L15  € 233

15
958025L20  € 282

20
958025L25  € 333

25
958025L30  € 433

30

Code Length (m)
958015L01 1
958015L02  € 61.5

2
958015L03  € 82

3
958015L05  € 132

5
958015L10  € 182

10
958015L15  € 233

15
958015L20  € 282

20
958015L25  € 333

25
958015L30  € 433

30

Code Length (m)
958225L01 1
958225L02  € 61.5

2
958225L03  € 82

3
958225L05  € 132

5
958225L10  € 182

10
958225L15  € 233

15
958225L20  € 282

20
958225L25  € 333

25
958225L30  € 433

30

Code Length (m)
958215L01 1
958215L02  € 61.5

2
958215L03  € 82

3
958215L05  € 132

5
958215L10  € 182

10
958215L15  € 233

15
958215L20  € 282

20
958215L25  € 333

25
958215L30  € 433

30

Cable mount Neutrik 
Powercon power socket: 20A 
“POWER OUT” (1P+N+G) 
with safety system.

MENAC3FCB

Cable mount Neutrik 
Powercon TRUE power 
plug, 16A IN (1P+N+E)

MENAC3MXW

Assembled power cable for electrical distribution.
• Power cable with 3 x 2.5mm conductors, Neoprene/

H07RN-F insulation, (code TH070325)
• 16A-3p (1P+N+G) cable mount SHUKO plug, (code 

911133)
• 16A-3p (1P+N+G) cable mount MENAC3FXW socket 16A Cable mount Shuko 

plug, 50/60Hz
Ingress Protection: IP20Quick 
and easy wiring

911133
Neutrik Powercon TRUE cable mount 
straight socket, IN 16A (1P+N+E)

MENAC3FXW

Cable mount Neutrik Powercon 
power socket: 20A “POWER IN” 
(1P+N+G) with safety system.

MENAC3FCA

Neutrik Powercon TRUE cable mount 
straight socket, IN 16A (1P+N+E)

MENAC3FXW
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9533FXW

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325



3x2.5mm splitter neoprene power cable, 
16A 3p CEE plug, 2x16A 3p sockets

3x2.5mm splitter neoprene power cable, 
16A 3p CEE plug, 2x16A 3p sockets

3x2.5mm splitter neoprene power cable

957803

PREFAB POWER CABLES24

957403

911153

957003

16A T-joint CEE plug/socket, 
50/60Hz IP44, 3p (1P+N+E) 230V

915153

Power Adapter: 3x 16A-3p 
SHUKO socket, 230V
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Assembled power cable for electrical distribution.
•  6 power cables with 3 x 2.5mm conductors, 

NEOPRENE, (code TH070325)
• 16A-3p (1P+N+E) cable mount CEE plug, 230V 

50/60Hz IP44, 6pcs (code 911113)
• 6-way SPIDER SOCAPEX multipair cable mount 

power socket with 19 poles and $xing ring, (code 
9262196SFV)

Assembled power cable for electrical distribution.
• 6 power cables with 3 x 2.5mm conductors, NEOPRENE, 

(code TH070325)
• 16A-3p (1P+N+E) cable mount CEE socket, 230V 50/60Hz 

IP44, 6pcs (code 911213)
• 6-way SPIDER SOCAPEX multipair cable mount power plug 

with 19 poles and fixing ring, (code 9262196SMV)

Assembled power cable for electrical distribution.
• 6 power cables with 3 x 2.5mm conductors, NEOPRENE, 

(code TH070325)
• PowerCON 16A (1P+N+E) plug, 6pcs (code MENAC3FCB)
• 6-way SPIDER SOCAPEX multipair cable mount power 

socket with 19 poles and fixing ring, (code 9262196SFV)
6-way SPIDER multipolar cable 
mount power Socket with 
19 poles and $xing ring

9262196SFV

16A Cable mount CEE socket, 
50/60Hz IP44, 3p (1P+N+E) 230V

911213

Code Length (m)
9574SL01 1
9574SL02 2
9574SL03  € 82

3

6-way SPIDER multipolar 
cable mount  power plug 
with19 poles and $xing ring

9262196SMV

Code Length (m)
9572SL01 1
9572SL02 2
9572SL03  € 82

3

6-way SPIDER multipolar cable 
mount power Socket with 
19 poles and $xing ring

9262196SFV

Code Length (m)
9568SL01 1
9568SL02 2
9568SL03 3

9574S

16A Cable mount CEE plug, 
50/60Hz IP44, 3p (1P+N+E) 230V

911113

Cable mount Neutrik 
Powercon power socket: 20A 
“POWER OUT” (1P+N+G) 
with safety system.

MENAC3FCB

9568S

9572S

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325
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Assembled power cable for electrical distribution.
• 6 power cables with 3 x 2.5mm conductors, 

NEOPRENE, (code TH070325)
• PowerCON 16A (1P+N+E) plug, 6pcs 

(code MENAC3MXW)
• 6-way SPIDER SOCAPEX multipair cable mount 

power socket with 19 poles and $xing ring, (code 
9262196SFV)

Assembled power cable for electrical distribution.
• 6 power cables with 3 x 2.5mm conductors, 

NEOPRENE, (code TH070325)
• PowerCON 16A (1P+N+E) socket, 6pcs 

(code MENAC3FXW)
• 6-way SPIDER SOCAPEX multipair cable mount 

power plug with 19 poles and $xing ring, (code 
9262196SMV)

9570S Code Length (m)
9570SL01 1
9570SL02 2
9570SL03  € 82

3

Code Length (m)
9578SL01 1
9578SL02 2
9578SL03  € 82

3

Code Length (m)
9576SL01 1
9576SL02 2
9576SL03  € 82

3

9578S

9576S

Assembled power cable for electrical distribution.
• 6 power cables with 3 x 2.5mm conductors, NEOPRENE, 

(code TH070325)
• PowerCON 20A (1P+N+E) socket, 6pcs (code MENAC3FCA)
• 6-way SPIDER SOCAPEX multipair cable mount power plug 

with 19 poles and fixing ring, (code 9262196SMV)
Cable mount Neutrik Powercon 
power socket: 20A “POWER IN” 
(1P+N+G) with safety system.

MENAC3FCA
6-way SPIDER multipolar 
cable mount  power plug 
with19 poles and $xing ring

9262196SMV

Cable mount Neutrik 
Powercon TRUE power 
plug, 16A IN (1P+N+E)

MENAC3MXW
6-way SPIDER multipolar cable 
mount power Socket with 
19 poles and $xing ring

9262196SFV

Neutrik Powercon TRUE cable mount 
straight socket, IN 16A (1P+N+E)

MENAC3FXW
6-way SPIDER multipolar 
cable mount  power plug 
with19 poles and $xing ring

9262196SMV

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325

TITANEX Super"ex cable, IEC/EN 60332-1-2, 3x2.5mm²

TH070325
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Assembled power cable for electrical distribution.
• Power cable with 18 x 2.5mm conductors, PVC insulation, (code 93P18025)
• SOCAPEX multipair cable mount  power plug with 19 poles and $xing ring, (code 

9262191MV)
• SOCAPEX multipair cable mount power socket with 19 poles and $xing ring, (code 

9262191FV)

Assembled power cable for electrical distribution.
• Power cable with 19 x 2.5mm conductors, Neoprene/H07RN-F insulation, (code TH071825)
• SOCAPEX multipair cable mount  power plug with 19 poles and $xing ring, (code 

9262191MV)
• SOCAPEX multipair cable mount power socket with 19 poles and $xing ring, (code 

9262191FV)

9566N

9666P

Multipolar cable mount power 
Socket with 19 poles and $xing ring

9262191FV

Code Length (m)
9566NL01 1
9566NL03  € 298

3
9566NL05  € 343

5
9566NL10  € 455

10
9566NL15  € 570

15
9566NL20  € 680

20
9566NL25  € 795

25
9566NL30  € 905

30
9566NL40  € 1130

40
9566NL50  € 1350

50

Code Length (m)
9666PL01 1
9666PL03  € 298

3
9666PL05  € 343

5
9666PL10  € 455

10
9666PL15  € 570

15
9666PL20 20
9666PL25  € 795

25
9666PL30  € 905

30
9666PL40  € 1130

40
9666PL50 50

93P18025

Power Cable, PVC insulation, 18 x 2.5mm conductors

TH071825

Multipolar cable mount  power 
plug with19 poles and $xing ring

9262191MV

Multipolar cable mount  power 
plug with19 poles and $xing ring

9262191MV

Multipolar cable mount power 
Socket with 19 poles and $xing ring

9262191FV

TITANEX Super"ex cable, IEC/EN 60332-1-2, 18x2.5mm²
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Super-flex cable indicated for applications at large public events, concerts, shows and musical events. Designed specifically for 
protecting lighting and audio equipment from UV

TITANEX superflex cable, insulated and elastomer coated, for industrial plants all with a copper centre

• Flame retardant according to IEC/EN 60332-1-2 
standard

• Conductor temperature: 70 ° C
• Not "ame retardant (C2)
• Power supply: 450 / 750V
• This cable can be installed in open air or be buried but 

with extra mechanical protection
• Assembled conductors

• Conductor material: copper, bare
• Conductor class: Class 5
• Core insulation: PVC
• Outer sheath: PVC
• Sheath colour: black
• Rated voltage: 300/500 V
• Testing voltage: 3500 V
• Operating temperature: -5°/+70°C
• Temperature of installation: -40°/+70° C
• Burning behaviour: IEC 60332-1, "ame-retardant and 

self-extinguishing

Titanex cables

PVC cables

Code Nr. conductors Nominal section Cable diameter Rated voltage
93P18015 18 1.5mm² 23mm 450/750V
93P18025  € 2

18 2.5mm² 27mm 450/750V

TH070315

TH070560

TH071825

Code Nr. conductors Nominal section Approx. Weight
TH070315 3 1.5mm² 134 kg/km
TH070325 3 2.5mm² 195 kg/km
TH070360 333 6 mm² 34 346 kg/km
TH070560 5 6 mm² 557 kg/km
TH070525 5 2.5mm² 297 kg/km////km

TH0705160 5 16 mm² 1430 kg/km
TH0705250 5 25 mm² 2096 kg/km

TH071225 12 2.5mm² 702 kg/km
TH071825 18 2.5mm² 1018 kg/km

93P18025

93P18015
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SPIDER multipair cable mount power socket
• Aluminium shell
• Threaded coupling
• PG29 cable gland
• IP64
• 19 gold-plated crimp contacts
• Rated current 25A

Multipair panel mount power socket
• Aluminium shell
• Threaded coupling
• IP64
• 19 gold-plated crimp contacts
• Rated current 25A (700V AC)

SPIDER multipair cable mount power plug
• Aluminium shell
• Threaded coupling
• PG29 cable gland
• IP64
• 19 gold-plated crimp contacts
• Rated current 25A

Multipair panel mount power plug
• Aluminium shell
• Threaded coupling
• IP67
• 19 gold-plated crimp contacts
• Rated current 25A

SPIDER multipair cable mount power plug
• Aluminium shell
• Threaded coupling
• PG29 cable gland
• IP64
• 19 gold-plated crimp contacts
• Rated current 25A.

SPIDER multipair cable mount power socket
• Aluminium shell
• Threaded coupling
• PG29 cable gland
• IP64
• 19 gold-plated crimp contacts
• Rated current 25A

9262196SFV

9262191FP

9262191MV

9262191MP

9262196SMV

9262191FV
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16A cable mount CEE plug, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring

16A cable mount CEE socket, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring

16A panel mount CEE plug, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing centre: 56x56 mm

16A sloped panel mount CEE plug, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70.5x84.5 mm
• Fixing center: 32.5x58 mm

16A panel mount CEE socket, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing center: 56x56 mm

16A panel mount CEE socket, 50/60Hz 
with slim "ange
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 55x55 mm
• Fixing centre: 44x44 mm

32A cable mount CEE socket, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring

32A cable mount CEE plug, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring

91111 91121 91131 91132

91141 91142 91211 91221

Code Poli Amp V IP
911113  € 3.05

3p (1P+N+E) 16 230 IP44
911114  € 3.85

4p (3P+E) 16 400 IP44
911115  € 4.75

5p (3P+N+E) 16 400 IP44

Code Poli Amp V IP
911213  € 5.1

3p (1P+N+E) 16 230 IP44
911214  € 6.3

4p (3P+E) 16 400 IP44
911215  € 7.55

5p (3P+N+E) 16 400 IP44

Code Poli Amp V IP
911313  € 5.6

3p (1P+N+E) 16 230 IP44
911314  € 6.9

4p (3P+E) 16 400 IP44
911315  € 8.3

5p (3P+N+E) 16 400 IP44

Code Poli Amp V IP
911323  € 9.1

3p (1P+N+E) 16 230 IP44
911324  € 10.25

4p (3P+E) 16 400 IP44
911325  € 11.5

5p (3P+N+E) 16 400 IP44

Code Poli Amp V IP
911413  € 4.95

3p (1P+N+E) 16 230 IP44
911414  € 6.25

4p (3P+E) 16 400 IP44
911415  € 7.2

5p (3P+N+E) 16 400 IP44

Code Poli Amp V IP
912113  € 7

3p (1P+N+E) 32 230 IP44
912114  € 7.9

4p (3P+E) 32 400 IP44
912115  € 8.75

5p (3P+N+E) 32 400 IP44

Code Poli Amp V IP
912213  € 8.75

3p (1P+N+E) 32 230 IP44
912214  € 9.65

4p (3P+E) 32 400 IP44
912215  € 11

5p (3P+N+E) 32 400 IP44

Code Poli Amp V IP
911423  € 4.95

3p (1P+N+E) 16 230 IP44
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32A panel mount CEE plug, 50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing centre: 56x56 mm

32A panel mount sloped CEE plug, 
50/60Hz
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70.5x84.5 mm
• Fixing centre: 32.5x58 mm

32A panel mount CEE socket, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 92x100 mm
• Fixing centre: 77x85 mm

32A panel mount CEE socket, 50/60Hz 
with slim "ange
• IP rating: 44
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing centre: 56x56 mm

63A cable mount CEE plug, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring

63A cable mount CEE socket, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring

63A panel mount CEE plug, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 100x100 mm
• Fixing centre: 80x80 mm

63A panel mount CEE socket, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 100x100 mm
• Fixing centre: 80x80 mm

91231 91232 91241 91242

91311 91321 91331 91341

Code Poli Amp V IP
912313  € 7.2

3p (1P+N+E) 32 230 IP44
912314  € 8.7

4p (3P+E) 32 400 IP44
912315  € 10.25

5p (3P+N+E) 32 400 IP44

Code Poli Amp V IP
912323  € 12.25

3p (1P+N+E) 32 230 IP44
912324  € 13.5

4p (3P+E) 32 400 IP44
912325  € 14.75

5p (3P+N+E) 32 400 IP44

Code Poli Amp V IP
912413  € 12.75

3p (1P+N+E) 32 230 IP67
912414  € 14

4p (3P+E) 32 400 IP67
912415  € 15.5

5p (3P+N+E) 32 400 IP67

Code Poli Amp V IP
912423  € 8.5

3p (1P+N+E) 32 230 IP44
912424  € 9.55

4p (3P+E) 32 400 IP44
912425  € 11.75

5p (3P+N+E) 32 400 IP44

Code Poli Amp V IP
913113  € 26

3p (1P+N+E) 63 230 IP67
913114  € 28

4p (3P+E) 63 400 IP67
913115  € 30

5p (3P+N+E) 63 400 IP67

Code Poli Amp V IP
913213  € 32

3p (1P+N+E) 63 230 IP67
913214  € 34.5

4p (3P+E) 63 400 IP67
913215  € 36.5

5p (3P+N+E) 63 400 IP67

Code Poli Amp V IP
913313  € 25.5

3p (1P+N+E) 63 230 IP67
913314  € 28

4p (3P+E) 63 400 IP67
913315  € 29

5p (3P+N+E) 63 400 IP67

Code Poli Amp V IP
913413  € 29

3p (1P+N+E) 63 230 IP67
913414  € 31

4p (3P+E) 63 400 IP67
913415  € 33

5p (3P+N+E) 63 400 IP67
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125A cable mount CEE socket, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring

125A panel mount CEE plug, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 120x120 mm
• Fixing center: 100x100 mm

125A panel mount CEE socket, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring
• Flange dimension: 120x120 mm
• Fixing centre: 100x100 mm

125A cable mount CEE plug, 50/60Hz
• IP rating: 67
• Hours available: 6h
• Quick and easy wiring

16A cable mount CEE plug, 110V 50/60Hz
• IP rating: 44
• Hours available: 4h
• Quick and easy wiring

16A cable mount CEE socket, 110V 
50/60Hz
• IP rating: 44
• Hours available: 4h
• Quick and easy wiring

16A panel mount CEE plug, 110V 50/60Hz
• IP rating: splashproof IP 44
• Hours available: 4h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing centre: 56x56 mm

16A panel mount CEE socket, 110V 
50/60Hz
• IP rating: 44
• Hours available: 4h
• Quick and easy wiring
• Flange dimension: 70x70 mm
• Fixing centre: 56x56 mm

91421 91431 9144191411

91112 91122 91133 91144

Code Poli Amp V IP
914313  € 74.5

3p (1P+N+E) 125 230 IP67
914314  € 78

4p (3P+E) 125 400 IP67
914315  € 80.5

5p (3P+N+E) 125 400 IP67

Code Poli Amp V IP
914213  € 92

3p (1P+N+E) 125 230 IP44
914214  € 96

4p (3P+E) 125 400 IP44
914215  € 99

5p (3P+N+E) 125 400 IP44

Code Poli Amp V IP
914113  € 76.5

3p (1P+N+E) 125 230 IP67
914114  € 80.5

4p (3P+E) 125 400 IP67
914115  € 83

5p (3P+N+E) 125 400 IP67

Code Poli Amp V IP
911123  € 3.2

3p (1P+N+E) 16 110 IP44
911124  € 4.05

4p (3P+E) 16 110 IP44
911125  € 4.95

5p (3P+N+E) 16 110 IP44

Code Poli Amp V IP
911223  € 5.35

3p (1P+N+E) 16 110 IP44
911224  € 6.65

4p (3P+E) 16 110 IP44
911225  € 7.95

5p (3P+N+E) 16 110 IP44

Code Poli Amp V IP
911333  € 5.9

3p (1P+N+E) 16 110 IP44
911334  € 7.25

4p (3P+E) 16 110 IP44
911335  € 8.7

5p (3P+N+E) 16 110 IP44

Code Poli Amp V IP
911443  € 5.2

3p (1P+N+E) 16 110 IP44
911444  € 6.55

4p (3P+E) 16 110 IP44
911445  € 7.55

5p (3P+N+E) 16 110 IP44

Code Poles Amp V IP
914413  € 75.5

3p (1P+N+E) 125 230 IP67
914414  € 78

4p (3P+E) 125 400 IP67
914415  € 81.5

5p (3P+N+E) 125 400 IP67
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PLUGS AND SOCKETS 16A

PLUGS AND SOCKETS 63A PLUGS AND SOCKETS 125APLUGS AND SOCKETS 32A

125A Cable mount socket 125A Panel mount socket
914213 914214 914215 914413 914414 914415

3P 4P 5P 3P 4P 5P
230V 400V 400V 230V 400V 400V
IP67 IP67 IP67 IP67 IP67 IP67

63A Cable mount socket 63A Panel mount socket
913213 913214 913215 913413 913414 913415

3P 4P 5P 3P 4P 5P
230V 400V 400V 230V 400V 400V

IP67 IP67 IP67 IP67 IP67 IP67

125A Cable mount plug 125A Panel mount plug
914113 914114 914115 914313 914314 914315

3P 4P 5P 3P 4P 5P
230V 400V 400V 230V 400V 400V
IP67 IP67 IP67 IP67 IP67 IP67

63A Cable mount plug 63A Panel mount plug
913113 913114 913115 913313 913314 913315

3P 4P 5P 3P 4P 5P
230V 400V 400V 230V 400V 400V
IP67 IP67 IP67 IP67 IP67 IP67

32A Cable mount plug 32A Panel mount plug
Model 912113 912114 912115 912313 912314 912315 912323 912324 912325

Poles 3P 4P 5P 3P 4P 5P 3P 4P 5P
Volts 230V 400V 400V 230V 400V 400V 230V 400V 400V

IP IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44

32A Cable mount socket 32A Panel mount socket
Model 912213 912214 912215 912413 912414 912415 912423 912424 912425

Poles 3P 4P 5P 3P 4P 5P 3P 4P 5P
Volts 230V 400V 400V 230V 400V 400V 230V 400V 400V

IP IP44 IP44 IP44 IP67 IP67 IP67 IP44 IP44 IP44

16A Cable mount plug 16A Panel mount plug
Model 911113 911114 911115 911123 911124 911125 911313 911314 911315 911323 911324 911325 911333 911334 911335

Poles 3P 4P 5P 3P 4P 5P 3P 4P 5P 3P 4P 5P 3P 4P 5P
Volts 230V 400V 400V 110V 110V 110V 230V 400V 400V 230V 400V 400V 110V 110V 110V

IP IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44

16A Cable mount socket 16A Panel mount socket
Model 911213 911214 911215 911223 911224 911225 911413 911414 911415 911423 911443 911444 911445

Poles 3P 4P 5P 3P 4P 5P 3P 4P 5P 3P 3P 4P 5P
Volts 230V 400V 400V 110V 110V 110V 230V 400V 400V 230V 110V 110V 110V

IP IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44 IP44
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16A cable mount Shuko plug, 50/60Hz
• IP rating: IP 20
• Quick and easy wiring

16A cable mount Shuko plug, 50/60Hz
• IP rating: splashproof IP 44
• Quick and easy wiring

16A cable mount Shuko socket, 50/60Hz
• IP rating: IP 20
• Quick and easy wiring

16A panel mount Shuko socket, 50/60Hz
• IP rating: splashproof IP 44
• Hours available: 6h
• Quick and easy wiring

16A cable mount Shuko socket, 50/60Hz
• IP rating: splashproof IP 44
• Quick and easy wiring

Diagnostic plug with LED display 32/5 6h16A panel mount Italian/German socket, 
50/60Hz
• Including DIN mount adaptor
• Assembling on 3 DIN modules
• Quick and easy wiring

16A (1P+N+E) panel mount Italian socket, 
50/60Hz
• Including DIN mount adaptor
• Assembling on 1.5 DIN modules
• Quick and easy wiring

Adaptor for industrial purposes
• 16A 2P+E 230V CEE plug
• No.2 16A 2P+E 230V Italian stand sockets

Adaptor for industrial purposes
• 16A 2P+E 230V Shuko plug
• 16A 2P+E 230V CEE socket

Adaptor for industrial purpose
• 16A 2P+E 230V CEE plug
• 16A 2P+E 230V Italian and German stand 

socket

Adaptor for industrial purposes
• 16A 2P+E 230V plug
• 16A 2P+E 230V CEE socket

CDP32A

911133911143 911233

911453

911243

911463 911473

915133915143 915123915113



MENAC3FXW MENAC3FPX MENAC3MPXMENAC3MXW

VDE25UK VDE3075UK

Power cable VDE socket
• UK plug
• 3 X 0,75mm²

Power cable VDE socket
• Shuko plug

VDE15SEU
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Panel mount VDE plug
• 10A-3p (1P+N+E)

Cable mount IEC plug
• 10A-3p (1P+N+E)

 Cable mount IEC socket
• 10A-3p (1P+N+E)

Panel mount VDE socket
• 10A-3p (1P+N+E)

Cable mount Neutrik 
powerCON power socket
• 20A “POWER OUT” 

(1P+N+G) with safety system.

Neutrik powerCON panel 
mount power plug
• 20A “POWER OUT” 

(1P+N+G) with safety system.

Neutrik powerCON panel 
mount power plug
• 20A “POWER IN” (1P+N+G) 

with safety system.

Cable mount Neutrik 
powerCON power socket
• 20A “POWER IN” (1P+N+G) 

with safety system.

Cable mount TRUE Neutrik 
powerCON power socket.
• True mains connector with breaking 

capacity (CBC)
• 16A “POWER IN” (1P+N+G)
• Easy and reliable twist lock system
• ENEC certi$ed according to IEC 60320

Panel mount TRUE Neutrik 
powerCON power socket.
• True mains connector with breaking 

capacity (CBC)
• 16A “POWER IN” (1P+N+G)
• Easy and reliable twist lock system
• ENEC certi$ed according to IEC 60320

Panel mount TRUE Neutrik 
powerCON power plug.
• True mains connector with breaking 

capacity (CBC)
• 16A “POWER IN” (1P+N+G)
• Easy and reliable twist lock system
• ENEC certi$ed according to IEC 60320

Cable mount TRUE Neutrik 
powerCON power plug.
• True mains connector with breaking 

capacity (CBC)
• 16A “POWER IN” (1P+N+G)
• Easy and reliable twist lock system
• ENEC certi$ed according to IEC 60320

MENAC3FCB MENAC3MPBMENAC3MPAMENAC3FCA

MESV10 MEPV10MESP10 MEPP10
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400A power lock panel 
mount socket, single pole, 
SOURCE, brown

400A power lock cable 
mount socket, single pole, 
SOURCE, black

400A power lock panel 
mount socket, single pole, 
SOURCE, black

400A powerlock cable-mount 
socket, single pole, SOURCE, 
grey

400A powerlock panel-
mount socket, single pole, 
SOURCE, grey

400A power lock cable 
mount socket, single pole, 
SOURCE, blue

400A power lock panel 
mount socket, single pole, 
SOURCE, blue

400A power lock cable 
mount socket, single pole, 
SOURCE, green

400A power lock panel 
mount socket, single pole, 
SOURCE, green

400A power lock cable 
mount plug, single pole, 
DRAIN, green

400A power lock panel 
mount plug, single pole, 
DRAIN, brown

400A power lock panel 
mount plug, single pole, 
DRAIN, black

400A powerlock panel-
mount plug, single pole, 
DRAIN, grey

400A power lock panel 
mount plug, single pole, 
DRAIN, blue

400A power lock panel 
mount socket, single pole, 
DRAIN, green

400A power lock cable mount 
socket, single pole, SOURCE, 
brown

400A power lock cable 
mount plug, single pole, 
DRAIN, brown

400A power lock cable mount 
plug, single pole, DRAIN, black

400A powerlock cable-mount 
plug, single pole, DRAIN, grey

400A power lock cable 
mount plug, single pole, 
DRAIN, blue

9282PWL1FV

9282PWL1FP

9282PWL1MV

9282PWL2FV

9282PWL2FP

9282PWL2MV

9282PWL3FV

9282PWL3FP

9282PWL3MV

9282PWNTFV

9282PWNTFP

9282PWNTMV

9282PWGDFV

9282PWGDFP

9282PWGDMV

9282PWL1MP 9282PWL2MP 9282PWL3MP 9282PWNTMP 9282PWGDMP

Technical Data
Max current 

rating 400A

Max rated 
voltage 

to ground

2Kv AC / 
3Kv DC

Min "ashover 9.5Kv AC/
DC (peak)

Insulating 
resolution

> 5MOhm 
@ 500 VDC

Working temp. -30°C / 
+125°C

Set screw 120 mm²

Fire reaction Flame-
retardant

IP rating
up to IP67 

(correct 
coupling)

 Electric shock
protection IP2X
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